
High-Performance Laminator for 
Premium Finishing
The Crest TS2100 Special is an advanced laminator designed 

to apply decorative foils, like the Akzo Nobel Brightfilms and 

Paintfilms. The TS2100 Special offers a versatile solution for 

laminating a wide range of materials, including boards, sheets 

and roll stock. With a maximum working width of 2100 mm 

(83”), it is ideal for large-format applications. Additionally, 

the TS2100 operates without compressed air, simplifying 

installation and maintenance. Perfect for professional 

environments where quality, reliability, and efficiency are 

paramount.

•  IR Heating Unit
•  Top roller chrome
•  Bottom roller EPDM-rubber 
•  1 paper holder positioned at front bottom, for backing
    paper, including steel shaft (no brake). Via the included 
    guiding roller the backing paper is pulled from underneath
    the table. The paper holder is lockable so that the shaft 
    cannot fell out. 
•  Infeed table approx. 32.5 cm (removable) of smooth 
    aluminium (optional)
•  Outfeed table approx. 46,5 cm (removable) of smooth
    aluminium (optional)
•  Digital nip opening read-out

TS2100 SPECIAL
WITH CHROME TOP ROLLER

in fo@crest .n l  |  www.crest .n l  |  +31 (0)552 3445 050

Features

This machine can be customized

DRIVING SUPERIOR LAMINATION

YOUR BENEFITS
• Enhanced Durability – Chrome-plated top roller
  and EPDM-rubber ensure longevity;

• Precise Adjustments – Digital nip read-out and
  height-adjustable rollers;

• Ease of Operation – User-friendly control panel 
  and adjustable snail model.
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TECHNICAL SPECIFICATIONS

TS						      2100
Unpacked weight			      		  1350kg

DIMENSIONS	 (unpacked)		
Depth					     900mm (35.4”)
Width			                	         	 2710mm (106.7”)
Height			                                2160mm (85”)
Nip height		                	                1310mm (38.2”)

VOLTAGE			 
230/400V, 3P/N/PE, 41A

MAXIMUM SPEED			 
5,5 m/min. (17.6ft/min.)*

ROLLER PRESSURE			 
Roller pressure up to 8 N/mm

MATERIAL LIMITS			 
Maximum width		         	 2100mm(83”)
Maximum thickness		        	 50mm(2”)

SHAFT CAPACITIES			
Core					     Ø 76.2mm (3”)
Maximum unwind diameter			   Ø 350mm (13.8”)
Maximum roll weight			   80kg

NOISE LEVEL			
Less than 70 dB(A)

WINDING POSITIONS			 
TOP 	 1x unwind position
	 2x wind up position		

WARRANTY			 
• 1-year warranty

AVAILABLE OPTIONS
• Wrinkle control for unwind positions to prevent

  wrinkles in the web.

• Ionisation bar behind rollers, replace the standard 

  supplied antistatic brushes

• Adjustable top roller heating up to 150°C with 

  digital temperature read-out. Fast electric heating 

  and independent temperature control with infra-

  red control for maximum accuracy.

• Adjustable bottom roller heating with adjustable

  temperature between 30ºC - 60ºC.

• Adjustable bottom roller heating up to 135°C with 

  digital temperature read-out. Fast electric heating 

  and independent temperature control with infrared

  control for maximum accuracy.

• Additional roller pressure adjustment at rear side 

  of the machine for up and down movement of top 

  roller and nip setting pressure

• Additional roller pressure read-out on LED-bar at 

  the rear side of the machine.

• Digital nip readout at control panel

• Output table

• Slitting system at front (incl. 2 knife holders)

• Slitting system at rear (incl. 2 knife holders)

• Digital counter for “produced” lengths.

• Other options on request.

SAFETY
• Optical photocells at roller-nip for finger protection;

• Mechanical finger protection rear-side;

• Emergency stop button on all corners;

• Jog-mode with limited fixed speed to overrule 

  photocells for set-up material.
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